
NOTES:
1. INSTALLER MUST USE STRING LINES TO KEEP PAVER BOND LINES STRAIGHT.
2. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
3. DO NOT SCALE DRAWING.
4. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN

PROFESSIONALS FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
5. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND

APPROVED BY THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
6. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 256-133.
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WHITACRE GREER
C O M P A N Y

SECTION

TYP. NO. 9 89/9 AGGREGATE IN OPENINGS

WHITACRE GREER PERMEABLE PAVER

GRADE

CURB/EDGE RESTRAINT WITH
CUT OUTS FOR OVER FLOW
DRAINAGE (CURB SHOWN)

BEDDING COURSE 1 1/2" TO 2"
THICK TYP. NO. 89/9
AGGREGATE (OPEN-GRADED -
NO FINES)

MAXIMUM 4" THICK NO. 57
STONE OPEN GRADED BASE
MAXIMUM 6" THICK NO. 2 STONE
SUB-BASE

OPTIONAL GEOTEXTILE ON
BOTTOM AND SIDES OF
OPEN-GRADED BASE

SOIL SUB-GRADE - ZERO SLOPE


